
Galaxy 
Contract
Screens

HEIGHT

WIDTH
1825 1675 1525 1225

1800
1600
1400
1200
1000
800

GC* 180/180 GC* 165/180 GC* 150/180 GC* 120/180

GC* 180/160 GC* 165/160 GC* 150/160 GC* 120/160

GC* 180/140 GC* 165/140 GC* 150/140 GC* 120/140

GC* 180/120 GC* 165/120 GC* 150/120 GC* 120/120

GC* 180/100 GC* 165/100 GC* 150/100 GC* 120/100

GC* 180/80 GC* 165/80 GC* 150/80 GC* 120/80

FLEXIBLE LINKING SYSTEM
The simple to install ECO Linking Sys-
tem allows any number of screens to
be joined together with the facility to
arrange and re-arrange them at will.
Always write the height first when list-
ing sizes required. * To define your re-
quirement for LINKING or
FREESTANDING Screens, please insert
into the product code, ‘LK’ for LINK-
ING or ‘FS’ for FREESTANDING

4 WAY 
CONNECTION

CONNECTION
WITH BEND

EASY
CONNECTION

Floor Standing Screens Desktop Screens

HEIGHT

WIDTH
450

1800
1600
1400
1200
1000
800

GDT 45/180

GDT 45/160

GDT 45/140

GDT 45/120

GDT 45/100

GDT 45/80

Elfin fabric, flame retardant
to BS476, Part 7, Class 1.
BS5852 Part 1 Source 0
(Cigarette), BS 5852 Part 1
source 1 (Butane Flame)

Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



• floor standing screens
• desktop screens
• available in house fabric Elfin
• flame retardant to BS476, Part 7,

Class 1. BS5852 Part 1 Source
0 (Cigarette), BS 5852 Part 1
source 1 (Butane Flame)

• widths 800mm to 1800mm

• choice of 11 fabric colours
• tough epoxy powder coating

on metal components
• combustion modified foam

as standard
• dark grey, white-grey, uPVA

protective edge trim, white
grey fitted as standard


