
Quality, Innovation, 
Service and Flexibility

Jacking Castors and Gate Castors
Pressed & Fabricated Steel
Side Plate Fixing Options

80mm 
- 300mm

60kg 
- 3,000kg

Manual Handling
Max Speed 4kph

...BIL Projects
If you are looking for something more bespoke, then BIL Castors & Wheels are able to 
offer you a tailor-made solution that requires a quality engineered product from 
design stage right through to production.

Example Project

Example Project

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C -20°C to +60°C -30°C to +80°C -20°C to +70°C -20°C to +80°C

Nylon
65 Shore A “Extra Soft” 

Blue Elastic Rubber on Nylon
65 Shore A “Extra Soft” *Black 
Elastic Rubber on Aluminium

96 Shore A Red 
Polyurethane on Nylon

94 Shore A Brown Polyurethane
 on Cast Iron

Wheel 
Diameter

 (mm)
Castor Height

 (mm)
Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

80 110

78 Plain Bore Swivel JAB80NY 35 200 JAB80SRN 35 150 - - - JAB80NP 33 200 - - -125 Braked JAB80NYSWB JAB80SRNSWB - JAB80NPSWB -
78 Roller Bearing Swivel JAB80NYB 35 200 JAB80SRNB 35 150 - - - JAB80NPB 33 200 - - -125 Braked JAB80NYBSWB JAB80SRNBSWB - JAB80NPBSWB -
78 Ball Bearing Swivel - - - JAB80SRNBJ 35 150 JAB80ERBJ 40 180 - - - JAB80PTBJ 36 200125 Braked - JAB80SRNBJSWB JAB80ERBJSWB - JAB80PTBJSWB

100 128

90 Plain Bore Swivel JAB100NY 32 200 - - - - - - JAB100NP 33 200 - - -120 Braked JAB100NYSWB - - JAB100NPSWB -
90 Roller Bearing Swivel JAB100NYB 32 200 JAB100SRNB 36 200 - - - JAB100NPB 33 200 - - -120 Braked JAB100NYBSWB JAB100SRNBSWB - JAB100NPBSWB -
90 Ball Bearing Swivel JAB100NYBJ 40 200 JAB100SRNBJ 36 200 JAB100ERBJ 40 200 JAB100NPBJ 40 200 JAB100PTBJ 40 200120 Braked JAB100NYBJSWB JAB100SRNBJSWB JAB100ERBJSWB JAB100NPBJSWB JAB100PTBJSWB

125 156

104 Plain Bore Swivel JAB125NY 35 200 - - - - - - JAB125NP 35 200 - - -125 Braked JAB125NYSWB - - JAB125NPSWB -
104 Roller Bearing Swivel JAB125NYB 35 200 JAB125SRNB 36 200 - - - JAB125NPB 35 200 - - -125 Braked JAB125NYBSWB JAB125SRNBSWB - JAB125NPBSWB -
104 Ball Bearing Swivel JAB125NYBJ 35 200 JAB125SRNBJ 36 200 JAB125ERBJ 40 200 JAB125NPBJ 40 200 JAB125PTBJ 40 200125 Braked JAB125NYBJSWB JAB125SRNBJSWB JAB125ERBJSWB JAB125NPBJSWB JAB125PTBJSWB

JAB
SERIES

80mm 
- 125mm

150kg 
- 200kg

Zinc Plated 
Pressed Steel 
Double Ball Race 
Jacking Castor

Manual Handling
Max Speed 4kph

*Also available in Grey 
Non-Marking and Black

*Also available in Grey 
Non-Marking (Subject to size and 

specification may change)

102mm

76mm

50mm

355mm

75mm

M12 x 39mm

46mm

M13

6mm
Plate

310mm

Castor
Height

36mm

M13
* The lifting range will be determined by the mounting positions

IMPORTANT INFORMATION REGARDING LOAD RATINGS
BIL Jacking Castors are rated on a different principle to other castors. 

They are designed to lift the load off the floor and therefore each castor 
is liable to carry half the total load if they are not raised and lowered at 
the same time. To avoid any potential overloading we advise that each

BIL jacking castors load capacity should take at least 50% of the overall load.

Jacking unit Only 
Product Code: JAB/A

* Maximum Lift 160mm

Look out 
for the Logo

EU-directive
2005/69/EC

Unladen weight
+Maximum Load

2

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C -20°C to +60°C -30°C to +80°C -20°C to +70°C -20°C to +80°C

Nylon
65 Shore A “Extra Soft” 

Blue Elastic Rubber on Nylon
65 Shore A “Extra Soft” *Black 
Elastic Rubber on Aluminium

92 Shore A Red 
Polyurethane on Nylon

92 Shore A Brown Polyurethane
 on Cast Iron

Wheel 
Diameter

 (mm)
Castor Height

 (mm)
Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

80 110

78 Plain Bore Swivel JAZ80NY 35 220 JAZ80SRN 35 150 - - - JAZ80NP 33 210 - - -125 Braked JAZ80NYSWB JAZ80SRNSWB - JAZ80NPSWB -
78 Roller Bearing Swivel JAZ80NYB 35 220 JAZ80SRNB 35 150 - - - JAZ80NPB 33 210 - - -125 Braked JAZ80NYBSWB JAZ80SRNBSWB - JAZ80NPBSWB -
78 Ball Bearing Swivel - - - JAZ80SRNBJ 35 150 JAZ80ERBJ 40 180 - - - JAZ80PTBJ 36 250125 Braked - JAZ80SRNBJSWB JAZ80ERBJSWB - JAZ80PTBJSWB

100 128

90 Plain Bore Swivel JAZ100NY 32 250 - - - - - - JAZ100NP 33 250 - - -120 Braked JAZ100NYSWB - - JAZ100NPSWB -
90 Roller Bearing Swivel JAZ100NYB 32 250 JAZ100SRNB 36 200 - - - JAZ100NPB 33 250 - - -120 Braked JAZ100NYBSWB JAZ100SRNBSWB - JAZ100NPBSWB -
90 Ball Bearing Swivel JAZ100NYBJ 40 250 JAZ100SRNBJ 36 200 JAZ100ERBJ 40 200 JAZ100NPBJ 40 250 JAZ100PTBJ 40 250120 Braked JAZ100NYBJSWB JAZ100SRNBJSWB JAZ100ERBJSWB JAZ100NPBJSWB JAZ100PTBJSWB

125 157

104 Plain Bore Swivel JAZ125NY 35 250 - - - - - - JAZ125NP 35 250 - - -125 Braked JAZ125NYSWB - - JAZ125NPSWB -
104 Roller Bearing Swivel JAZ125NYB 35 250 JAZ125SRNB 36 250 - - - JAZ125NPB 35 250 - - -125 Braked JAZ125NYBSWB JAZ125SRNBSWB - JAZ125NPBSWB -
104 Ball Bearing Swivel JAZ125NYBJ 35 250 JAZ125SRNBJ 36 250 JAZ125ERBJ 40 250 JAZ125NPBJ 40 250 JAZ125PTBJ 40 250125 Braked JAZ125NYBJSWB JAZ125SRNBJSWB JAZ125ERBJSWB JAZ125NPBJSWB JAZ125PTBJSWB

150 188

128 Plain Bore Swivel JAZ150NY 45 250 - - - - - - JAZ150NP 40 250 - - -168 Braked JAZ150NYSWB - - JAZ150NPSWB -
128 Roller Bearing Swivel JAZ150NYB 45 250 JAZ150SRNB 40 250 - - - JAZ150NPB 40 250 - - -168 Braked JAZ150NYBSWB JAZ150SRNBSWB - JAZ150NPBSWB -
128 Ball Bearing Swivel JAZ150NYBJ 45 250 JAZ150SRNBJ 40 250 JAZ150ERBJ 50 250 JAZ150NPBJ 40 250 JAZ150PTBJ 40 250168 Braked JAZ150NYBJSWB JAZ150SRNBJSWB JAZ150ERBJSWB JAZ150NPBJSWB JAZ150PTBJSWB

200 238

153 Plain Bore Swivel JAZ200NY 50 250 - - - - - - JAZ200NP 50 250 - - -167 Braked JAZ200NYSWB - - JAZ200NPSWB -
153 Roller Bearing Swivel JAZ200NYB 50 250 JAZ200SRNB 50 250 - - - JAZ200NPB 50 250 - - -167 Braked JAZ200NYBSWB JAZ200SRNBSWB - JAZ200NPBSWB -
153 Ball Bearing Swivel JAZ200NYBJ 50 250 JAZ200SRNBJ 50 250 JAZ200ERBJ 50 250 JAZ200NPBJ 50 250 JAZ200PTBJ 50 250167 Braked JAZ200NYBJSWB JAZ200SRNBJSWB JAZ200ERBJSWB JAZ200NPBJSWB JAZ200PTBJSWB

JAZ
SERIES

80mm 
- 200mm

150kg 
- 250kg

Zinc Plated 
Pressed Steel 
Double Ball Race 
Jacking Castor

Manual Handling
Max Speed 4kph

*Also available in Grey 
Non-Marking and Black

*Also available in Grey 
Non-Marking (subject to size)

* Maximum Lift 75mm

Look out 
for the Logo

EU-directive
2005/69/EC

150mm

51mm

226mm

75mm

M12 x 40mm
or

M16 x 40mm

15mm

6mm
Plate

Castor
Height

104.25mm

Jacking unit Only 
Code: JAZ/M12 or M16
Jacking Unit Operating Bar 
Code: JAZ/BAR

114mm

63.5mm97mm

M14.5

60mm

56mm

IMPORTANT INFORMATION REGARDING LOAD RATINGS
BIL Jacking Castors are rated on a different principle to other castors. 

They are designed to lift the load off the floor and therefore each castor 
is liable to carry half the total load if they are not raised and lowered at 
the same time. To avoid any potential overloading we advise that each

BIL jacking castors load capacity should take at least 50% of the overall load.

Unladen weight
+Maximum Load

2

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C -30°C to +80°C -20°C to +60°C -20°C to +70°C -20°C to +80°C

Nylon
65 Shore A “Extra Soft” *Black 
Elastic Rubber on Aluminium

75 Shore A “Soft” Black 
Elastic Rubber on Cast Iron

96 Shore A Red 
Polyurethane on Nylon

94 Shore A Brown Polyurethane
 on Cast Iron

Wheel 
Diameter

 (mm)

Castor
Height
 (mm)

Radius 
(mm) Bearing Handle Type Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

100 143 85 Ball Bearing Fixed Swivel JAZHS100NYBJ 40 600 JAZHS100ERBJ 50 250 JAZHS100CRBJ 50 210 - - - JAZHS100PTBJ 40 30093 Braked JAZHS100NYBJSWB JAZHS100ERBJSWB JAZHS100CRBJSWB - JAZHS100PTBJSWB

100 143 85 Ball Bearing Removable Swivel JAZHS100NYBJRH 40 600 JAZHS100ERBJRH 50 250 JAZHS100CRBJRH 50 210 - - - JAZHS100PTBJRH 40 30093 Braked JAZHS100NYBJSWBRH JAZHS100ERBJSWBRH JAZHS100CRBJSWBRH - JAZHS100PTBJSWBRH

125 165

101 Roller 
Bearing Fixed Swivel JAZHS125NYB 45 600 - - - - - - - - - - - -101 Braked JAZHS125NYBSWB - - - -

101 Ball Bearing Fixed Swivel JAZHS125NYBJ 45 600 JAZHS125ERBJ 50 270 JAZHS125CRBJ 50 300 JAZHS125NPBJ 40 350 JAZHS125PTBJ 40 400101 Braked JAZHS125NYBJSWB JAZHS125ERBJSWB JAZHS125CRBJSWB JAZHS125NPBJSWB JAZHS125PTBJSWB

125 165

101 Roller Bearing Removable Swivel JAZHS125NYBRH 45 600 - - - - - - - - - - - -101 Braked JAZHS125NYBSWBRH - - - -
101 Ball Bearing Removable Swivel JAZHS125NYBJRH 45 600 JAZHS125ERBJRH 50 270 JAZHS125CRBJRH 50 300 JAZHS125NPBJRH 40 350 JAZHS125PTBJRH 40 400101 Braked JAZHS125NYBJSWBRH JAZHS125ERBJSWBRH JAZHS125CRBJSWBRH JAZHS125NPBJSWBRH JAZHS125PTBJSWBRH

150 190

120 Plain Bore Fixed Swivel JAZHS150NY 45 600 - - - - - - JAZHS150NP 40 500 - - -145 Braked JAZHS150NYSWB - - JAZHS150NPSWB -
120 Roller 

Bearing Fixed Swivel JAZHS150NYB 45 600 - - - - - - JAZHS150NPB 40 500 - - -145 Braked JAZHS150NYBSWB - - JAZHS150NPBSWB -
120 Ball Bearing Fixed Swivel JAZHS150NYBJ 45 600 JAZHS150ERBJ 50 350 JAZHS150CRBJ 50 350 JAZHS150NPBJ 40 500 JAZHS150PTBJ 50 600145 Braked JAZHS150NYBJSWB JAZHS150ERBJSWB JAZHS150CRBJSWB JAZHS150NPBJSWB JAZHS150PTBJSWB

150 200 130 Ball Bearing Fixed Swivel JAZHSK150NYBJ 45 1,000 JAZHSK150PTBJ/WT 60 1000140 Braked JAZHSK150NYBJSWB JAZHSK150PTBJSWB/WT

150 190

120 Plain Bore Removable Swivel JAZHS150NYRH 45 600 - - - - - - JAZHS150NPRH 40 500 - - -145 Braked JAZHS150NYSWBRH - - JAZHS150NPSWBRH -
120 Roller Bearing Removable Swivel JAZHS150NYBRH 45 600 - - - - - - JAZHS150NPBRH 40 500 - - -145 Braked JAZHS150NYBSWBRH - - JAZHS150NPBSWBRH -
120 Ball Bearing Removable Swivel JAZHS150NYBJRH 45 600 JAZHS150ERBJRH 50 350 JAZHS150CRBJRH 50 350 JAZHS150NPBJRH 40 500 JAZHS150PTBJRH 60 600145 Braked JAZHS150NYBJSWBRH JAZHS150ERBJSWBRH JAZHS150CRBJSWBRH JAZHS150NPBJSWBRH JAZHS150PTBJSWBRH

150 200 130 Ball Bearing Removable Swivel JAZHSK150NYBJRH 45 1,000 JAZHSK150PTBJRH/WT 60 1,000140 Braked JAZHSK150NYBJSWBRH JAZHSK150PTBJSWBRH/WT

200 241

156 Plain Bore Fixed Swivel JAZHS200NY 50 600 - - - - - - JAZHS200NP 50 600 - - -156 Braked JAZHS200NYSWB - - JAZHS200NPSWB -
156 Roller 

Bearing Fixed Swivel JAZHS200NYB 50 600 - - - - - - JAZHS200NPB 50 600 - - -156 Braked JAZHS200NYBSWB - - JAZHS200NPBSWB -
156 Ball Bearing Fixed Swivel JAZHS200NYBJ 50 600 JAZHS200ERBJ 50 500 JAZHS200CRBJ 50 450 JAZHS200NPBJ 50 600 JAZHS200PTBJ 50 600156 Braked JAZHS200NYBJSWB JAZHS200ERBJSWB JAZHS200CRBJSWB JAZHS200NPBJSWB JAZHS200PTBJSWB

200 250 165 Ball Bearing Fixed Swivel JAZHSK200NYBJ 50 1,000 JAZHSK200PTBJ 50 1,000165 Braked JAZHSK200NYBJSWB JAZHSK200PTBJSWB

200 241

156 Plain Bore Removable Swivel JAZHS200NYRH 50 600 - - - - - - JAZHS200NPRH 50 600 - - -156 Braked JAZHS200NYSWBRH - - JAZHS200NPSWBRH -
156 Roller Bearing Removable Swivel JAZHS200NYBRH 50 600 - - - - - - JAZHS200NPBRH 50 600 - - -156 Braked JAZHS200NYBSWBRH - - JAZHS200NPBSWBRH -
156 Ball Bearing Removable Swivel JAZHS200NYBJRH 50 600 JAZHS200ERBJRH 50 500 JAZHS200CRBJRH 50 450 JAZHS200NPBJRH 50 600 JAZHS200PTBJRH 50 600156 Braked JAZHS200NYBJSWBRH JAZHS200ERBJSWBRH JAZHS200CRBJSWBRH JAZHS200NPBJSWBRH JAZHS200PTBJSWBRH

200 250 165 Ball Bearing Removable Swivel JAZHSK200NYBJRH 50 1,000 JAZHSK200PTBJRH 50 1,000165 Braked JAZHSK200NYBJSWBRH JAZHSK200PTBJSWBRH

JAZHS
SERIES

100mm 
- 200mm

210kg 
- 1,000kg

Zinc Plated 
Pressed Steel 
Double Ball Race 
Jacking Castor

Manual Handling
Max Speed 4kph

*Also available in Grey 
Non-Marking (Subject to size)

* Maximum Lift 200mm

Look out 
for the Logo

EU-directive
2005/69/EC

IMPORTANT INFORMATION REGARDING LOAD RATINGS
BIL Jacking Castors are rated on a different principle to other castors. 

They are designed to lift the load off the floor and therefore each castor 
is liable to carry half the total load if they are not raised and lowered at 
the same time. To avoid any potential overloading we advise that each

BIL jacking castors load capacity should take at least 50% of the overall load.

Unladen weight
+Maximum Load

2

96.5mm

70mm

607.5mm

140mm

6mm
Plate

Castor
Height

60mm

60mm

105mm

80mm 110mm

110mm

150mm

100mm

270.5mm

172.5mm

210mm

70mm

M11

M11

Jacking unit Only 
Product Code: JAZXH

Removable
handle option

Fixed
handle option

Directional Locks - add DL to code
(Also available with a Ring Pull - add DL-RP to code)

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C -30°C to +80°C -20°C to +60°C -20°C to +80°C

Nylon
65 Shore A “Extra Soft” *Black Elastic 

Rubber on Aluminium
75 Shore A “Soft” Black 

Elastic Rubber on Cast Iron
94 Shore A Brown Polyurethane

 on Cast Iron

Wheel Diameter
 (mm)

Overall
Height
 (mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

150 570
129 Plain Bore Swivel JAZXXHK150NY 45 800 - - - - - - - - -
129 Roller Bearing Swivel JAZXXHK150NYB 45 800 - - - - - - - - -
129 Ball Bearing Swivel JAZXXHK150NYBJ 45 1,000 JAZXXHK150ERBJ 50 350 JAZXXHK150CRBJ 50 350 JAZXXHK150PTBJ 50 750

150 570 129 Ball Bearing Swivel - - - - - - - JAZXXHK150PTBJ/WT 60 1,000

200 621
160 Plain Bore Swivel JAZXXHK200NY 50 1,000 - - - - - - - - -
160 Roller Bearing Swivel JAZXXHK200NYB 50 1,000 - - - - - - - - -
160 Ball Bearing Swivel JAZXXHK200NYBJ 50 1,000 JAZXXHK200ERBJ 50 500 JAZXXHK200CRBJ 60 600 JAZXXHK200PTBJ 50 1,000

JAZXXHK
SERIES

150mm 
- 200mm

350kg 
- 1,000kg

Black Painted
Steel Construction 
Double Ball Race 
Jacking Castor

Manual Handling
Max Speed 4kph

*Also available in Grey 
Non-Marking and Black

* Maximum Lift 75mm

Look out 
for the Logo

EU-directive
2005/69/EC

IMPORTANT INFORMATION REGARDING LOAD RATINGS
BIL Jacking Castors are rated on a different principle to other castors. 

They are designed to lift the load off the floor and therefore each castor 
is liable to carry half the total load if they are not raised and lowered at 
the same time. To avoid any potential overloading we advise that each

BIL jacking castors load capacity should take at least 50% of the overall load.

Unladen weight
+Maximum Load

2

154mm

(150mm Wheel)

495mm
(200mm Wheel)

521mm

M13

64mm106mm

114mm

M13

Jacking unit Only 
Product Code: 
150mm - JAZXXHK150AS
200mm - JAZXXHK200AS

Retracted
(150mm Wheel)
146mm

(200mm Wheel)

174mm

Extended
(150mm Wheel)
221mm

(200mm Wheel)
245mm

(150mm Wheel)

570mm
(200mm Wheel)

621mm

Retracted
(150mm Wheel)
221mm

(200mm Wheel)

270mm

Extended
(150mm Wheel)
296mm

(200mm Wheel)
345mm

Full Technical drawings and 
3D CAD models are available 
to download or request from 
our website

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C -20°C to +80°C -20°C to +80°C

Nylon
94 Shore A Brown Polyurethane

 on Cast Iron
Twin 94 Shore A Brown Polyurethane

 on Cast Iron

Wheel Diameter
 (mm)

Castor
Height
 (mm)

Radius 
(mm) Bearing Type Product Code Tread

(mm)
Load
(kg) Product Code Tread

(mm)
Load
(kg) Product Code Tread

(mm)
Load
(kg)

200 264 165 Ball Bearing Swivel JAZHD200NYBJHD 80 3,000 JAZHD200PTBJ 75 1,600 - - -
200 264 185 Ball Bearing Swivel - - - - - - JAZHD2X200PTBJWT 2 X 60 2,600

250 314 203 Ball Bearing Swivel JAZHD250NYBJHD 80 3,000 JAZHD250PTBJ 75 1,800 - - -
250 314 220 Ball Bearing Swivel - - - - - - JAZHD2XL250PTBJ 2 X 60 2,800

300 375 224 Ball Bearing Swivel JAZHD300NYBJHD 80 3,000 JAZHD300PTBJ 75 2,200 - - -

JAZHD
SERIES

200mm 
- 300mm

1,600kg 
- 3,000kg

Zinc Plated 
Pressed Steel 
Double Ball Race 
Jacking Castor

Manual Handling
Max Speed 4kph

* Maximum Lift 150mm

Look out 
for the Logo

EU-directive
2005/69/EC

IMPORTANT INFORMATION REGARDING LOAD RATINGS
BIL Jacking Castors are rated on a different principle to other castors. 

They are designed to lift the load off the floor and therefore each castor 
is liable to carry half the total load if they are not raised and lowered at 
the same time. To avoid any potential overloading we advise that each

BIL jacking castors load capacity should take at least 50% of the overall load.

Unladen weight
+Maximum Load

2

118mm

80mm

567mm

200mm

10mm
Plate

Castor
Height

80mm

80mm

160mm

120mm 160mm

135mm

200mm

110mm

Jacking unit Only 
Product Code: JAZXXH

194mm

215mm

80mm

M16

M16
216mm

Full Technical drawings and 
3D CAD models are available 
to download or request from 
our website

Directional Locks - add DL to code

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C

85 Shore A Hard Black Rubber on Nylon

Wheel Diameter
 (mm)

Castor
Height
 (mm)

Radius 
(mm) Bearing Type Product Code Spring

Travel (mm)
Starting

Compression (kg)
Full compression 

(kg)
Tread
(mm)

Load
(kg)

100 275.5 75 Plain Bore Swivel BZPGC100HRP 35 0.5 8 27 60

-30°C to +80°C -20°C to +60°C -30°C to+80°C
65 Shore A “Extra Soft” Black Elastic

Rubber on Aluminium
75 Shore A “Soft” Black Elastic

Rubber on Cast Iron
65 Shore A “Extra Soft” *Blue Elastic

Rubber on Nylon
Wheel 

Diameter
 (mm)

Castor
Height
 (mm)

Radius 
(mm) Bearing Type Product Code Spring Travel

(mm)
Compression (kg) Tread

(mm)
Load
(kg) Product Code Spring Travel

(mm)
Compression (kg) Tread

(mm)
Load
(kg) Product Code Spring Travel

(mm)
Compression (kg) Tread

(mm)
Load
(kg)Starting Full Starting Full Starting Full

100 375
90

Ball Bearing
Swivel BZGCS100ERBJ

75 25 75 40 75
BZGCS100CRBJ

75 25 75 40 75
BZGCS100SRNBJ

75 25 75 36 75
- Fixed BZGCF100ERBJ BZGCF100CRBJ BZGCF100SRNBJ

BZGC
SERIES

100mm 75kg

Fabricated
Zinc
Plated
Steel 

Manual Handling
Max Speed 4kph

Look out 
for the Logo

EU-directive
2005/69/EC

381mm

167mm

40mm

85mm

M8

Swivel Gate Castor unit Only 
Code: BZSGATE
Fixed bracket not available as a spare item

M12 X 40MM

Swivel BracketFixed Castor

BZPGC
SERIES

Zinc
Plated 
Pressed
Steel 

275.5mm

100mm

25.5mm

57mm

M10

Swivel Castor

100mm 60kg

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



+44 (0)1249 822 222
www.bilcastors.co.uk

ISO Container Castor Sets
Fabricated Steel
ISO Fixing

200mm 
- 305mm

12,000kg
- 28,000kg per set

Power Towing
Max Speed up to 6kph  

Manufacturing Quality
Innovative Products
....delivered to your door

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to +80°C

Twin 95 Shore A Red Polyurethane on Cast Iron Centre

Wheel Diameter
 (mm)

Castor Height to base of ISO fitting
 (mm) Bearing Type Product Code Tread (mm) Load (kg)

PER SET OF 4

3 X 200 345 Ball Bearing Swivel with Directional Locks ISO2X200PTBJDLSK/SET 2 X 50 12,000

Optional Extras

Product Code Description

ISOTB/35T 35 Ton Capacity Towing Frame

ISOSA Castor Steering Arm

-30°C to +80°C

Twin 95 Shore A Red Polyurethane on Cast Iron Centre

Wheel Diameter
 (mm)

Castor Height to base of ISO fitting
 (mm) Bearing Type Product Code Tread (mm) Load (kg)

PER SET OF 4

254 370 Ball Bearing Swivel with Directional Locks ISO2X254PTBJDLSA/SET 2 X 76 18,000

305 385 Ball Bearing Swivel with Directional Locks ISO2X305PTBJDLSA/SET 2 x 100 28,000

Power Towing
Max Speed up to 6kph  

ISO
SERIES

Fabricated
Steel
Combined Thrust &
Taper Bearing 

254mm 
- 305mm

18,000kg 
- 28,000kg

Towing frame

Castor Steering Arm

Directional lock
as standardISOSK

SERIES
Fabricated
Steel
Triple Swivel
Skate 

200mm 12,000kg

Additional Bespoke Solutions 
manufactured to order........

Directional lock
as standard

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



Theatre Range
Pressed Steel
Top Plate and Bolt Hole Fixing Options 

35mm 
- 125mm

100kg 
- 1,000kg

Manual Handling
Max Speed 4kph

BIL Projects
If you are looking for something more bespoke then BIL Castors & Wheels are able to 
offer its customers a tailor-made solution that requires a quality engineered product 
from design stage right through to production.

Example Project

Example Project

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



94 Shore A Polyurethane on 
Cast Iron

-20°C to +80°C
Twin 94 Shore A 

Polyurethane on Cast Iron

-20°C to +80°C

Product Code Tread 
(mm)

Load
(kg) Product Code Tread 

(mm)
Load
(kg)

- - - - - -
BLKLR40PTBJBH12 35 100 - - -

- - - 2BLKLR48PTBJBH12* 2 X 15 200

- - - 2BLKLR50PTBH12** 2 X 14 160
BLKLR50PTBJBH12 35 120 - - -

BLKLR60PTBJBH12 35 180 - - -

- - - - - -
- - - - - -

96 Shore A Brown 
Polyurethane on Nylon

-20°C to 
+80°C

96 Shore A Black Polyurethane on 
Nylon

-20°C to 
+80°C

-20°C to 
+70°C

-20°C to 
+80°C

93 Shore A Brown Polyurethane
on Aluminium

94 Shore A Brown Polyurethane
 on Cast Iron

Product Code Tread 
(mm)

Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

- - - - - - - - - - - -- - - -
- - - - - - - - - - - -- - - -
- - - - - - BZEH80PABJFP 30 200 BZEH80PTBJFP 36 250- - BZEH80PABJFPFPSWB BZEH80PTBJFPSWB

BZEH100XPNBFP
40 300

-
- -

-
- -

-
- -BZEH100XPNBFPSWB - - -

BZEHF100XPNBFP - - -
BZEH100XPNBJFP

40 300
BZEH100XPNBJFP/BLK

40 300
BZEH100PABJFP

40 250
BZEH100PTBJFP

30 250BZEH100XPNBJFPSWB BZEH100XPNBJFPSWB/BLK BZEH100PABJFPSWB BZEH100PTBJFPSWB
BZEHF100XPNBJFP BZEHF100XPNBJFP/BLK BZEHF100PABJFP BZEHF100PTBJFP

BZEH125XPNBFP
45 300

-
- -

-
- -

-
- -BZEH125XPNBFPSWB - - -

BZEHF125XPNBFP - - -
BZEH125XPNBJFP

45 300
BZEH125XPNBJFP/BLK

45 300
BZEH125PABJFP

40 300
BZEH125PTBJFP

30 300BZEH125XPNBJFPSWB BZEH125XPNBJFPSWB/BLK BZEH125PABJFPSWB BZEH125PTBJFPSWB
BZEHF125XPNBJFP BZEHF125XPNBJFP/BLK BZEHF125PABJFP BZEHF125PTBJFP

-30°C to 
+80°C

65 Shore A “Extra Soft” Blue Elastic 
Rubber on Nylon

-20°C to 
+80°C

65 Shore A “Extra Soft” Black Elastic 
Rubber on Nylon

-30°C to 
+80°C

Nylon
Diameter

 (mm)
Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

80 125

135 X 105

105 X 80 10

78 Plain Bore Swivel BZEH80NYFP 35 250 BZEH80SRNFP 35 150 - - -180 X 115 164 Braked BZEH80NYFPSWB BZEH80SRNFPSWB -
135 X 105 78 Roller Bearing Swivel BZEH80NYBFP 35 250 BZEH80SRNBFP 35 150 - - -135 X 105 164 Braked BZEH80NYBFPSWB BZEH80SRNBFPSWB -
180 X 115 78 Ball Bearing Swivel BZEH80NYBJFP 32 200 BZEH80SRNBJFP 35 150 BZEH80SRNBJFP/BLK 35 150135 X 105 164 Braked BZEH80NYBJFPSWB BZEH80SRNBJFPSWB BZEH80SRNBJFPSWB/BLK

100 144

135 X 105

105 X 80 10

90
Roller Bearing

Swivel BZEH100NYBFP
32 270

BZEH100SRNBFP
36 200

BZEH100SRNBFP/BLK
36 200180 X 115 164 Braked BZEH100NYBFPSWB BZEH100SRNBFPSWB BZEH100SRNBFPSWB/BLK

135 X 105 - Fixed BZEHF100NYBFP BZEHF100SRNBFP BZEHF100SRNBFP/BLK
135 X 105 90

Ball Bearing
Swivel BZEH100NYBJFP

36 250
BZEH100SRNBJFP

36 200
BZEH100SRNBJFP/BLK

36 200180 X 115 164 Braked BZEH100NYBJFPSWB BZEH100SRNBJFPSWB BZEH100SRNBJFPSWB/BLK
135 X 105 - Fixed BZEHF100NYBJFP BZEHF100SRNBJFP BZEHF100SRNBJFP/BLK

125 170

135 X 105

105 X 80 10

106
Roller Bearing

Swivel BZEH125NYBFP
35 300

BZEH125SRNBFP
36 250

-
- -180 X 115 164 Braked BZEH125NYBFPSWB BZEH125SRNBFPSWB -

135 X 105 - Fixed BZEHF125NYBFP BZEHF125SRNBFP -
135 X 105 106

Ball Bearing
Swivel BZEH125NYBJFP

37 300
BZEH125SRNBJFP

36 250
BZEH125SRNBJFP/BLK

36 250180 X 115 164 Braked BZEH125NYBJFPSWB BZEH125SRNBJFPSWB BZEH125SRNBJFPSWB/BLK
135 X 105 - Fixed BZEHF125NYBJFP BZEHF125SRNBJFP BZEHF125SRNBJFP/BLK

EHFP
SERIES

Zinc Plated 
Pressed Steel 
Double Ball Race 
Swivel Head

80mm 
- 125mm

150kg 
- 300kg

Manual Handling
Max Speed 4kph

The BIL Fixed Position braked castor series offers ease of 
use when moving sets on and off the stage by enabling the 
operator to apply the brake in a fixed position regardless of 
the castors orientation. With any other typical braked castor 
the brake pedal rotates with the wheel which can make it very 
difficult to operate and can cause a health and safety issue. 

-30°C to +80°C -30°C to +80°C
65 Shore A “Extra Soft” Blue 

Rubber on Nylon

-20°C to +60°C

Nylon Twin Nylon
Diameter

 (mm)
Height 
(mm)

Head Dia 
(mm)

Fixing
 Bolt (mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load
(kg) Product Code Tread 

(mm)
Load
(kg) Product Code Tread 

(mm)
Load
(kg)

40 65 60 12 52 Plain Bore Swivel BLKLR40NYBH12 38 200 - - -
52 Ball Bearing Swivel BLKLR40NYBJBH12 39 200 - - -

48 69 60 12 56 Ball Bearing Swivel - - - - - - - -

50 73 60 12 56 Plain Bore Swivel BLKLR50NYBH12 28 200 2BLKLR50NYBH12 2 X 14 160 - - -
56 Ball Bearing Swivel BLKLR50NYBJH12 28 200 - - - - - -

60 86 60 12 62 Ball Bearing Swivel - - - - - - - - -

65 88 60 12 65 Plain Bore Swivel BLKLR65NYBH12 37 200 - - - BLKLR65SRNBH12 35 100
65 Ball Bearing Swivel BLKLR65NYBJH12 37 200 - - - - - -

BLKLR
2BLKLR

SERIES

*Black Painted
Pressed Steel 
Double Ball Race 
Swivel Head
*For Zinc Plated frames substitute 
BLK for BZ in the product code

40mm 
- 65mm

100kg 
- 200kg

Zinc PlatedHex Head
Bolt

Diameter 
(mm)

Bolt Body 
Length
(mm)

Product Code

10 40 BOLTM10X40
10 50 BOLTM10X50Z8.8
10 55 BOLTM10X55Z8.8
10 60 HEXBOLTM10X60Z8.8
10 65 HEXBOLTM10X65Z8.8
12 35 BOLTM12X35SETZ8.8
12 40 BOLTM12X40SETZ8.8
12 50 BOLTM12X50SETZ8.8

12mm down to
10mmReducers

Depth
(mm) Material Product Code

6 Zinc Plated Steel REDUCERBZC
10 Zinc Plated Steel REDUCER

BOLT HOLE REDUCING BUSH

Additional Fittings
FIXING BOLTS

* Yellow tyre
** Brown tyre

Fixed Position
Brake

Look out 
for the Logo

EU-directive
2005/69/EC

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



65 Shore A “Extra Soft” Black 
Elastic Rubber on Aluminium

-30°C to 
+80°C

96 Shore A Brown 
Polyurethane on Nylon

-20°C to 
+80°C

96 Shore A Black
Polyurethane on Nylon

-20°C to 
+80°C

94 Shore A Brown 
Polyurethane on Cast Iron

-20°C to 
+80°C

Product Code Tread 
(mm)

Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

- - - - - - - - - - - -- - - -
BLKH80ERBJ 40 180 - - - - - - BLKH80PTBJ 36 250BLKH80ERBJSWB - - BLKH80PTBJSWB

- - - BLKH100XPNB 40 300 - - - - - -- BLKH100XPNBSWB - -
BLKH100ERBJ 40 200 BLKH100XPNBJ 40 300- BLKH100XPNBJ/BLK 40 300- BLKH100PTBJ 30 250BLKH100ERBJSWB BLKH100XPNBJSWB BLKH100XPNBJSWB/BLK BLKH100PTBJSWB

- - - BLKH125XPNB 45 300 - - - - - -- BLKH125XPNBSWB - -
BLKH125ERBJ 40 250 BLKH125XPNBJ 45 300 BLKH125XPNBJ/BLK 45 300 BLKH125PTBJ 30 300BLKH125ERBJSWB BLKH125XPNBJSWB BLKH125XPNBJSWB/BLK BLKH125PTBJSWB

-30°C to 
+80°C

65 Shore A “Extra Soft” Blue 
Elastic Rubber on Nylon

-20°C to 
+60°C

65 Shore A “Extra Soft” Black 
Elastic Rubber on Nylon

-30°C to 
+80°C

Nylon
Diameter

 (mm)
Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

80 110 105 X 86 80 X 60 8

78 Roller Bearing Swivel BLKH80NYB 35 250 BLKH80SRNB 35 150 - - -125 Braked BLKH80NYBSWB BLKH80SRNBSWB -
78 Ball Bearing Swivel BLKH80NYBJ 32 200 BLKH80SRNBJ 35 150 BLKH80SRNBJ/BLK 35 150125 Braked BLKH80NYBJSWB BLKH80SRNBJSWB BLKH80SRNBJSWB/BLK

100 128 105 X 86 80 X 60 8

90 Roller Bearing Swivel BLKH100NYB 32 270 BLKH100SRNB 36 200 BLKH100SRNB/BLK 36 200115 Braked BLKH100NYBSWB BLKH100SRNBSWB BLKH100SRNBSWB/BLK
90 Ball Bearing Swivel BLKH100NYBJ 36 250 BLKH100SRNBJ 36 200 BLKH100SRNBJ/BLK 36 200115 Braked BLKH100NYBJSWB BLKH100SRNBJSWB BLKH100SRNBJSWB/BLK

125 156 105 X 86 80 X 60 8

106 Roller Bearing Swivel BLKH125NYB 35 300 BLKH125SRNB 36 250 - - -115 Braked BLKH125NYBSWB BLKH125SRNBSWB -
106 Ball Bearing Swivel BLKH125NYBJ 37 300 BLKH125SRNBJ 36 250 BLKH125SRNBJ/BLK 36 250115 Braked BLKH125NYBJSWB BLKH125SRNBJSWB BLKH125SRNBJSWB/BLK

BLKH
SERIES

80mm 
- 125mm

150kg 
- 300kg

Manual Handling
Max Speed 4kph

* Yellow tyre
** Brown tyre

*Black Painted
Pressed Steel 
Double Ball Race 
Swivel Head
*For Zinc Plated frames substitute 
BLK for BZ in the product code

65 Shore A “Extra Soft” Black 
Elastic Rubber on Aluminium

-30°C to 
+80°C

96 Shore A Brown 
Polyurethane on Nylon

-20°C to 
+80°C

96 Shore A Black
Polyurethane on Nylon

-20°C to 
+80°C

94 Shore A Brown 
Polyurethane on Cast Iron

-20°C to 
+80°C

Product Code Tread 
(mm)

Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

- - - - - - - - - - - -- - - -
BLKH80ERBJH12 40 180 - - - - - - BLKH80PTBJH12 36 250BLKH80ERBJH12SWB - - BLKH80PTBJH12SWB

- - - BLKH100XPNBBH12 40 300 - - - - - -- BLKH100XPNBBH12SWB - -
BLKH100ERBJH12 40 200 BLKH100XPNBJH12 40 300- BLKH100XPNBJH12/BLK 40 300- BLKH100PTBJH12 30 250BLKH100ERBJH12SWB BLKH100XPNBJH12SWB BLKH100XPNBJH12SWB/BLK BLKH100PTBJH12SWB

- - - BLKH125XPNBBH12 45 300 - - - - - -- BLKH125XPNBBH12SWB - -
BLKH125ERBJH12 40 250 BLKH125XPNBJH12 45 300 BLKH125XPNBJH12/BLK 45 300 BLKH125PTBJH12 30 300BLKH125ERBJH12SWB BLKH125XPNBJH12SWB BLKH125XPNBJH12SWB/BLK BLKH125PTBJH12SWB

-15°C to 
+80°C

65 Shore A “Extra Soft” Blue 
Elastic Rubber on Nylon

-20°C to 
+60°C

65 Shore A “Extra Soft” Black 
Elastic Rubber on Nylon

-30°C to 
+80°C

Nylon
Diameter

 (mm)
Height 
(mm)

Head Diameter 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

80 110 76 12

78 Roller Bearing Swivel BLKH80NYBBH12 35 250 BLKH80SRNBH12 35 150 - - -116 Braked BLKH80NYBH12SWB BLKH80SRNBH12SWB -
78 Ball Bearing Swivel BLKH80NYBJH12 32 200 BLKH80SRNBJH12 35 150 BLKH80SRNBJH12/BLK 35 150116 Braked BLKH80NYBJH12SWB BLKH80SRNBJH12SWB BLKH80SRNBJH12SWB/BLK

100 128 76 12

90 Roller Bearing Swivel BLKH100NYBBH12 32 270 BLKH100SRNBBH12 36 200 BLKH100SRNBBH12/BLK 36 200115 Braked BLKH100NYBBH12SWB BLKH100SRNBBH12SWB BLKH100SRNBBH12SWB/BLK
90 Ball Bearing Swivel BLKH100NYBJH12 36 250 BLKH100SRNBJH12 36 200 BLKH100SRNBJH12/BLK 36 200116 Braked BLKH100NYBJH12SWB BLKH100SRNBJH12SWB BLKH100SRNBJH12SWB/BLK

125 156 76 12

106 Roller Bearing Swivel BLKH125NYBBH12 35 300 BLKH125SRNBBH12 36 250 - - -115 Braked BLKH125NYBBH12SWB BLKH125SRNBBH12SWB -
106 Ball Bearing Swivel BLKH125NYBJH12 37 300 BLKH125SRNBJH12 36 250 BLKH125SRNBJH12/BLK 36 250116 Braked BLKH125NYBJH12SWB BLKH125SRNBJH12SWB BLKH125SRNBJH12SWB/BLK

BLKH
SERIES

80mm 
- 125mm

150kg 
- 300kg

*Black Painted
Pressed Steel 
Double Ball Race 
Swivel Head
*For Zinc Plated frames substitute 
BLK for BZ in the product code

Zinc PlatedHex Head
Bolt 

Diameter 
(mm)

Bolt Body 
Length
(mm)

Product Code

10 40 BOLTM10X40
10 50 BOLTM10X50Z8.8
10 55 BOLTM10X55Z8.8
10 60 HEXBOLTM10X60Z8.8
10 65 HEXBOLTM10X65Z8.8
12 35 BOLTM12X35SETZ8.8
12 40 BOLTM12X40SETZ8.8
12 50 BOLTM12X50SETZ8.8

12mm down to
10mmReducers

Depth
(mm) Material Product Code

6 Zinc Plated Steel REDUCERBZC
10 Zinc Plated Steel REDUCER

BOLT HOLE REDUCING BUSH

Additional Fittings for Bolt Hole Castors
FIXING BOLTS

Also available on request with a soft 80 
Shore A Blue or Black polyurethane tyre. 

100mm and 125mm only

Also available on request with a soft 80 
Shore A Blue or Black polyurethane tyre. 

100mm and 125mm only

Look out 
for the Logo

EU-directive
2005/69/EC

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-30°C to 
+80°C

-30°C to 
+80°C

-20°C to 
+60°C

-20°C to 
+80°C

-20°C to 
+80°C

-20°C to 
+80°C

Nylon Twin Nylon
65 Shore A “Extra Soft” *Blue 

Elastic Rubber on Nylon
96 Shore A *Brown 

Polyurethane on Nylon
94 Shore A Brown

Polyurethane on Steel
Twin 94 Shore A 

Polyurethane on Steel
Dia

 (mm)
Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

40 101 138 X 109 105 X 80/75 10 177 Ball Bearing Swivel BLKSKH40NYBJ 39 450 - - - - - - - - - BLKSKH40PTBJ 35 225 - - -

48 105 138 X 109 105 X 80/75 10 180 Ball Bearing Swivel - - - - - - - - - - - - - - - 2BLKSKH50NY 2 X 15 460

50 109 138 X 109 105 X 80/75 10 180 Plain Bore Swivel - - - 2BLKSKH50NY 2 X 14 360 - - - - - - - - - 2BLKSKH50PT 2 X 14 360
Ball Bearing Swivel BLKSKH50NYBJ 28 450 - - - - - - BLKSKH50PTBJ 35 270 - - -

60 122 138 X 109 105 X 80/75 10 185 Ball Bearing Swivel - - - - - - - - - - - - BLKSKH60PTBJ 35 405 - - -

65 124 138 X 109 105 X 80/75 10 188 Ball Bearing Swivel BLKSKH65NYBJ 37 450 - - - - - - - - - - - - - - -

80 146 138 X 109 105 X 80/75 10 202 Roller Bearing Swivel BLKSKH80NYB 35 600 - - - BLKSKH80RNB 35 330 - - - - - - - - -
Ball Bearing Swivel BLKSKH80NYBJ 32 600 - - - BLKSKH80RNBJ 35 330 - - - BLKSKH80PTBJ 36 550 - - -

100 161 138 X 109 105 X 80/75 10 212 Roller Bearing Swivel BLKSKH100NYB 32 600 - - - BLKSKH100RNB 36 450 BLKSKH100XPNB 40 600 - - - - - -
Ball Bearing Swivel BLKSKH100NYBJ 36 600 - - - BLKSKH100RNBJ 36 450 BLKSKH100XPNBJ 40 600 BLKSKH100PTBJ 30 600 - - -

125 192 138 X 109 105 X 80/75 10 228 Roller Bearing Swivel BLKSKH125NYB 35 600 - - - BLKSKH125RNB 36 560 BLKSKH125XPNB 40 600 - - - - - -
Ball Bearing Swivel BLKSKH125NYBJ 37 600 - - - BLKSKH125RNBJ 36 560 BLKSKH125XPNBJ 40 600 BLKSKH125PTBJ 30 600 - - -

-30°C to 
+80°C

-30°C to 
+80°C

-20°C to 
+60°C

-20°C to 
+80°C

-20°C to 
+80°C

-20°C to 
+80°C

Nylon Twin Nylon
65 Shore A “Extra Soft” *Blue 

Elastic Rubber on Nylon
96 Shore A *Brown 

Polyurethane on Nylon
94 Shore A Brown

Polyurethane on Steel
Twin 94 Shore A 

Polyurethane on Steel
Dia

 (mm)
Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

40 101 138 X 109 105 X 80/75 10 177 Ball Bearing Swivel BLKSKM40NYBJ 39 450 - - - - - - - - - BLKSKM40PTBJ 35 225 - - -

48 105 138 X 109 105 X 80/75 10 180 Ball Bearing Swivel - - - - - - - - - - - - - - - *2BLKSKM48PTBJ 2 X 15 460

50 109 138 X 109 105 X 80/75 10 180 Plain Bore Swivel - - - 2BLKSKM50NY 2 X 14 360 - - - - - - - - - **2BLKSKM50PT 2 X 14 360
Ball Bearing Swivel BLKSKM50NYBJ 28 450 - - - - - - BLKSKM50PTBJ 35 270 - - -

60 122 138 X 109 105 X 80/75 10 185 Ball Bearing Swivel - - - - - - - - - - - - BLKSKM60PTBJ 35 405 - - -

65 124 138 X 109 105 X 80/75 10 188 Ball Bearing Swivel BLKSKM65NYBJ 37 460 - - - - - - - - - - - - - - -

80 146 138 X 109 105 X 80/75 10 202 Roller Bearing Swivel BLKSKM80NYB 35 460 - - - BLKSKM80RNB 35 330 - - - - - - - - -
Ball Bearing Swivel BLKSKM80NYBJ 32 450 - - - BLKSKM80RNBJ 35 330 - - - BLKSKM80PTBJ 36 460 - - -

100 164 138 X 109 105 X 80/75 10 212 Roller Bearing Swivel BLKSKM100NYB 32 460 - - - BLKSKM100RNB 36 450 BLKSKM100XPNB 40 460 - - - - - -
Ball Bearing Swivel BLKSKM100NYBJ 36 460 - - - BLKSKM100RNBJ 36 450 BLKSKM100XPNBJ 40 460 BLKSKM100PTBJ 30 460 - - -

125 192 138 X 109 105 X 80/75 10 228 Roller Bearing Swivel BLKSKM125NYB 35 460 - - - BLKSKM125RNB 36 460 BLKSKM125XPNB 40 460 - - - - - -
Ball Bearing Swivel BLKSKM125NYBJ 37 460 - - - BLKSKM125RNBJ 36 460 BLKSKM125XPNBJ 40 460 BLKSKM125PTBJ 30 460 - - -

-20°C to 
+80°C

96 Shore A Orange 
Polyurethane on Steel

Diameter
 (mm)

Height 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg)

35 85 M12 X 20 96 Ball Bearings Swivel BZSKS35PTBJST12 3 X 27 300

-20°C to 
+80°C

96 Shore A Orange 
Polyurethane on Steel

Diameter
 (mm)

Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg)

35 85 85 X 85 55 X 55 10 96 Ball Bearings Swivel BZSKS35PTBJ 3 X 27 300

BZSKS
SERIES

35mm 300kg

Manual Handling
Max Speed 4kph

Black Painted
Triple Swivel

Scenery Skates

Black Painted
Triple Swivel

Scenery Skates
*For Zinc Plated frames substitute 

BLK for BZ in the product code

Nylon

-30°C to 
+80°C

Twin Nylon

-30°C to 
+80°C

94 Shore A Brown 
Polyurethane on Steel

-20°C to 
+80°C

Twin 94 Shore A 
Polyurethane on Steel

-20°C to 
+80°C

Diameter
 (mm)

Height 
(mm)

Plate Size 
(mm)

Hole Centres 
(mm)

Fixing Bolt 
(mm)

Radius 
(mm) Bearing Type Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

35 84 115 X 85 80 X 60 8 139 Ball Bearing Swivel - - - - - - BLKSKL35PTBJ 27 225 - - -
35 94 138 X 109 105 X 80 10 119 Ball Bearing Swivel - - - - - - BLKSKL35PTBJLP 27 225 - - -

40 91 115 X 85 80 X 60 8 161 Ball Bearing Swivel BLKSKL40NYBJ 39 300 - - - BLKSKL40PTBJ 35 225 - - -
40 101 138 X 109 105 X 80 10 146 Ball Bearing Swivel BLKSKL40NYBJLP 39 300 - - - BLKSKL40PTBJLP 35 225 - - -

48 95 115 X 85 80 X 60 8 168 Ball Bearing Swivel - - - - - - - - - 2BLKSKL48PTBJ* 2 X 15 300
48 105 138 X 109 105 X 80 10 148 Ball Bearing Swivel - - - - - - - - - 2BLKSKL48PTBJLP* 2 X 15 300

50 99 115 X 85 80 X 60 8 168
Plain Bore Swivel - - - 2BLKSKL50NY 2 X 14 300 - - - 2BLKSKL50PT** 2 X 14 300

Ball Bearing Swivel BLKSKL50NYBJ 28 275 - - - BLKSKL50PTBJ 35 270 - -

50 109 138 X 109 105 X 80 10 148
Plain Bore Swivel - - - 2BLKSKL50NYLP 2 X 14 300 - - - 2BLKSKL50PTLP** 2 X 14 300

Ball Bearing Swivel BLKSKL50NYBJLP 28 275 - - - BLKSKL50PTBJLP 35 270 - - -

60 111 115 X 85 80 X 60 8 176 Ball Bearing Swivel - - - - - - BLKSKL60PTBJ 35 300 - - -
60 121 138 X 109 105 X 80 10 156 Ball Bearing Swivel - - - - - - BLKSKL60PTBJLP 35 300 - - -

65 114 115 X 85 80 X 60 8 178 Ball Bearing Swivel BLKSKL65NYBJ 37 300 - - - - - - - - -
65 124 138 X 109 105 X 80 10 158 Ball Bearing Swivel BLKSKL65NYBJLP 37 300 - - - - - - - - -

BLKSKL
2BLKSKL

SERIES

35mm 
- 65mm

225kg 
- 300kg

Black Painted
Triple Swivel

Scenery Skates
*For Zinc Plated frames substitute 

BLK for BZ in the product code

BLKSKM
2BLKSKM

SERIES

Black Painted
Triple Swivel

Scenery Skates

BLKSKH
2BLKSKH

SERIES
Heavy Duty

Fabricated Skate

Heavy Duty
Fabricated Skate

40mm 
- 125mm

225kg 
- 460kg

40mm 
- 125mm

225kg 
- 600kg

* Yellow Tyre
** Brown tyre

*Also available in
black or soft blue 

* Yellow Tyre
** Brown tyre

*Also available in
black or soft blue 

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



-20°C to 
+80°C

-15°C to 
+80°C

-20°C to 
+60°C

-20°C to 
+80°C

94 Shore A Polyurethane 
on Cast Iron

Twin 94 Shore A Polyurethane 
on Cast Iron

65 Shore A “Extra Soft” Blue Elastic 
Rubber on Nylon

96 Shore A Brown 
Polyurethane on Nylon

Wheel
Dia (mm)

Retracted
Height (mm)

Extended
Height (mm)

Mounting Plate 
Size (mm)

Fixing Hole
Centres (mm)

Fixing Bolt 
(mm) Bearing Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg) Product Code Tread 

(mm)
Load 
(kg)

35 174 199 95.5 X 95.5 72 X 72 10 Ball Bearing EZK35PTBJ 28 750 - - - - - - - -

48 193 218 95.5 X 95.5 72 X 72 10 Ball Bearing - - - 2EZK48PTBJ 2 X 15 - - - - - -

50 194 219 95.5 X 95.5 72 X 72 10 Ball Bearing EZK50PTBJ 35 750 - - - - - - - -

80 242 267 95.5 X 95.5 72 X 72 10 Ball Bearing EZK80PTBJ 36 850 - - EZK80SRNBJ 35 850 - - -

100 259 284 95.5 X 95.5 72 X 72 10 Ball Bearing EZK100PTBJ 40 1,000 - - - EZK100SRNBJ 36 850 EZK100XPNBJ 40 1,000

125 286 311 95.5 X 95.5 72 X 72 10 Ball Bearing EZK125PTBJ 40 1,000 - - - EZK125SRNBJ 36 1,000 EZK125XPNBJ 45 1,000

EZEE-LIFT
SYSTEM

35mm 
- 125mm

750kg 
- 1,000kg per set

Manual Handling
Max Speed 4kph

The Ezee-Lift can be powered 
using Bottled CO2, Compressed 

Air or your own internal air 
supply or reservoir tank

(Not supplied by BIL)

Floor Brake 
Pad

with Rubber 
Base

-20°C to 
+80°C

Floor Brake System
Retracted 

Height 
(mm)

Extended 
Height 
(mm)

Mounting Plate 
Size (mm)

Fixing Hole 
Centres 
(mm)

Fixing Bolt 
(mm) Product Code Load

(kg)

115 140 95.5 X 95.5 72 X 72 10 EZKFB N/A

•  Individual in-line inlet valves controlling lift speed 
•  Designed to handle uneven loads with ease 
•  Flow controls can all be set with locking nuts 
•  Tube made from long-lasting polyurethane 
•  Easy assembly with push-fit connections 
•  Supplied with 10 bar single stage C02 regulator 
•  Compressed air regulator also available

* Bespoke Systems are also available. This unique modular system can be configured to suit any 
application using any number of Pneumatic Lifting Castors. Contact our sales team today for more 

information, on-site consultation is also available.

Standard Ezee Lift System
4 x Pneumatic Lifting Castors or Floor Brakes * 

1 x CO2 or Compressed Air Regulator 
1 x 4 Way Manifold with Flow Controls *
1 x Operating Switch and 25mtrs of Pipe

Example
3 Cylinder System

Example
5 Cylinder System

•  Three-wheeled for extra stability 
•  Excellent manoeuvrability 
•  Stroke/rod length 25mm  
    (longer strokes available at special request) 
•  Fully maintainable - internal replaceable seals 
•  Four bolt direct to cylinder fixing 
•  Individual exhaust valves controlling drop speed

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



Truck Locks
and Parking/Lifting Jacks

Specially designed devices to hold trucks or trolleys in a fixed position during loading or unloading. 
They are designed to enable a quick and easy change between the locked and free movement modes.

TRUCK LOCK/ FLOOR LOCK MOUNTING 
The principle on which they work requires a constant gap between the unit and the floor, so it is best to 
mount the truck lock close to a castor, ensuring that it does not interfere with the free movement and 
operation of the castor. The mounting height is the gap between the truck lock top plate, mounting 
surface and the floor. This is critical to correct operation – mounting pads, between the top plate and un-
derside of the trolley, may be necessary to achieve this. 
A step down foot-operated pedal moves a skid resistant rubber pad into friction contact with the 
floor surface. This is done with a spring-loaded over-cam mechanism that does not lift the load and 
keeps the operating force low. It also means the load rating of the trolley is not relevant to the truck 
lock. A second step down pedal raises the footpad. 
The limited number of parts means there is less to maintain or go wrong. Where a trolley has 
four swivel castors, two truck locks are required – one to be fitted at each end, either on the same 
side or diagonally opposite. Only one truck lock is required at the swivel end of a trolley that has two 
swivel and two fixed castors.

PARKING/PROP JACKS 
All BIL Parking jacks are either welded or mounted to the side of the unit in any position. The simple 
wind down mechanism acts as a reliable braking system.  

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk



Zinc Plated Pressed Steel
Mounting

Height  (mm)
Retracted

Height  (mm)
Plate Size 

(mm)
Hole Centres 

(mm)
Fixing Bolt 

(mm) Product Code

168 136 115 X 102 92/76 X 67/76 10 BZTL1
168 136 138 X 110 105 X 80/75 10 BZTL1ISO

195 155 115 X 102 92/76 X 67/76 10 BZTL2
195 155 138 X 110 105 X 80/75 10 BZTL2ISO

245 205 115 X 102 92/76 X 67/76 10 BZTL3
245 205 138 X 110 105 X 80/75 10 BZTL3ISO

BZTL
SERIES

Top plate 
and Side
Fitting Truck
Locks

Zinc and Painted Plated Pressed Steel
Mounting

Height  (mm)
Retracted

Height  (mm)
Plate Size 

(mm)
Hole Centres 

(mm)
Fixing Bolt 

(mm) Product Code

151 125 120 X 120 100/85 X 100/85 10 BZTL5

210 170 120 X 120 100/85 X 100/85 10 BZTL6

Black Painted Cast Iron
Mounting

Height  (mm)
Retracted

Height  (mm)
Plate Size 

(mm)
Hole Centres 

(mm)
Fixing Bolt 

(mm) Product Code

205 170 152 X 114 127 X 63.5 12 BZTL4

Zinc Plated Pressed Steel (Handed)
Mounting

Height  (mm)
Retracted

Height  (mm)
Plate Size 

(mm)
Hole Centres 

(mm)
Fixing Bolt 

(mm) Product Code

381 346 165 X 114 Undrilled - BZTL7/LH
381 346 165 X 114 Un-drilled - BZTL7/RH

BZJP
SERIES

Tube Fitting and
Weldable
Parking/Lifting
Jacks

Parking/Prop Jack
Designed to hold the load

Un-plated for Welding
A

Height Retracted
 (mm)

B
Height Extended

 (mm)

C
Box Size 
(mm)

D
Base Diameter 

(mm)

E
Handle Radius

(mm)

Product 
Code

Load 
Capacity

(kg)

555 905 50 150 215 BZPJ1 1000

580 1030 60 150 215 BZPJ2 2000

580 1030 60 *200 215 BZPJ3 3000

600 1050 70 *200 260 BZPJ4 4000

Parking/Prop Jack
Designed to hold the load

Un-plated for Welding
A

Height Retracted
 (mm)

B
Height Extended

 (mm)

C
Box Size 
(mm)

D
Base Diameter 

(mm)

E
Handle Radius

(mm)

Product 
Code

Load 
Capacity

(kg)

495 845 50 150 100 BZPJ11 1000

515 965 60 150 100 BZPJ12 2000

515 965 80 *200 150 BZPJ13 3000

Parking/Lifting Jack
Designed to Lift and hold the load

Zinc Plated with Round Fixing Tube Including Un-Plated Inner Tube for Welding
A

Height Retracted
 (mm)

B
Height Extended

 (mm)

C
Box Size 
(mm)

D
Base Diameter 

(mm)

E
Handle Radius

(mm)

Product 
Code

Load 
Capacity

(kg)

405 655 50 150 215 BZPJ5 1000

530 905 50 150 215 BZPJ6 1000

405 655 60 150 215 BZPJ7 2000

530 905 60 150 215 BZPJ8 2000

530 905 60 *200 215 BZPJ9 3000

550 925 70 *200 260 BZPJ10 4000

A B

D

C

E

A B

D

C

E

A B

D

C

E

*Square Base *Square Base *Square Base

*Square Base

*Square Base

*Square Base

Available from - Merlin Industrial Products Ltd - 0800 0418 650 - info@merlin-industrial.co.uk


