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PRODUCT FEATURES

* High-quality steel construction

*  Fully locking with black swinghandle

* Three adjustable shelves as standard

* Choice of three unit heights and two unit widths and depths

* Available with a choice of Glass AVON or Solid ALDER doors

*  Units can be ordered to any RAL colour finish

* Optional package for LED lighting

* Optional package for airtight seals to panels and doors

* Suitable for use on mobile bases

*  Custom sized boxes and humidity control accessories available.

AVON

Munro cabinets can also be tailored to meet individual briefs:
* Bespoke unit sizes

* Special storage requirements

* Additional product protection and display features

Popular RAL colour choices include:

RALS016 RAL9010 RAL1013 RAL9002 RAL7035 RAL7021 RAL9005
TRAFFIC WHITE PURE WHITE OYSTER WHITE GREY WHITE LIGHT GREY BLACK GREY JET BLACK

RAL5012 RAL5005 RAL6005 RAL6037 RAL1023 RAL3020 RAL3003
LIGHT BLUE SIGNAL BLUE MOSS GREEN PURE GREEN TRAFFIC YELLOW. TRAFFIC RED RUBY RED

PLEASE CONTACT US TO MAKE AN ENQUIRY OR TO DISCUSS YOUR CUSTOM MUNRO BUILD.



1800H

AVON — GLASS DOORS

HEIGHT PART NO.
1000 500 1800 MUNO01-105018G
1000 600 1800 MUNO01-106018G
1200 500 1800 MUNO01-125018G
1200 600 1800 MUNO01-126018G

ALDER - SOLID DOORS

HEIGHT PART NO.
1000 500 1800 MUNO01-105018S
1000 600 1800 MUNO01-106018S
1200 500 1800 MUNO01-125018S
1200 600 1800 MUNO01-126018S

OPTIONS AND ACCESORIES

LED LIGHTING AIRTIGHT ADDITIONAL SHELVES
MUNO1-LED MUNO1-AIR MUNO1-AD)
Unit to be fitted with two Cool Airtight seals to be fitted around Additional shelves and adjustable
White (5000k) LED light bars. Unit the door frame of the unit. Panels shelf mounts for Munro cabinets.
will require 240V mains power will be bonded together to prevent

after this upgrade. air movement.



2000H

AVON — GLASS DOORS

HEIGHT PART NO.
1000 500 2000 MUNO01-105020G
1000 600 2000 MUNO01-106020G
1200 500 2000 MUNO01-125020G
1200 600 2000 MUNO01-126020G

ALDER - SOLID DOORS

HEIGHT PART NO.
1000 500 2000 MUNO01-105020S
1000 600 2000 MUNO01-106020S
1200 500 2000 MUNO1-125020S
1200 600 2000 MUNO1-126020S

OPTIONS AND ACCESORIES

LED LIGHTING AIRTIGHT ADDITIONAL SHELVES
MUNO1-LED MUNO1-AIR MUNO1-AD)
Unit to be fitted with two Cool Airtight seals to be fitted around Additional shelves and adjustable
White (5000k) LED light bars. Unit the door frame of the unit. Panels shelf mounts for Munro cabinets.
will require 240V mains power will be bonded together to prevent

after this upgrade. air movement.



2200H

AVON — GLASS DOORS

HEIGHT PART NO.
1000 500 2200 MUNO01-105022G
1000 600 2200 MUNO01-106022G
1200 500 2200 MUNO01-125022G
1200 600 2200 MUNO01-126022G

ALDER - SOLID DOORS

HEIGHT PART NO.
1000 500 2200 MUNO01-105022S
1000 600 2200 MUNO01-106022S
1200 500 2200 MUNO01-125022S
1200 600 2200 MUNO01-126022S

OPTIONS AND ACCESORIES

LED LIGHTING AIRTIGHT ADDITIONAL SHELVES
MUNO1-LED MUNO1-AIR MUNO1-AD)
Unit to be fitted with two Cool Airtight seals to be fitted around Additional shelves and adjustable
White (5000k) LED light bars. Unit the door frame of the unit. Panels shelf mounts for Munro cabinets.
will require 240V mains power will be bonded together to prevent

after this upgrade. air movement.



MUNRO DETAILS AND PLANNING DIMENSIONS

UNIT WIDTH - 54mm
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STORAGE BOXES

High quality, custom sized boxes can be provided to fit within Munro cabinets

In a variety of designs, boxes are made from either White Box Board material or Museum
Spec. Board (specification available on request).

Please contact us for possible sizes, details and pricing.

HUMIDY CONTROL CASSETES

Humidity control cassettes can be stored discreetly in the bases of Munro cabinets.
Beads with cassettes absorb or desorb water vapour as required to stabilize humidity.
»

Cassettes are pre-conditioned at 5% interval between 40% and 60% Relative Humidity.



