
HEAVY DUTY VEHICLE LOADER
The  he avy  d u ty  mo b i l e  power ed  lo ade r  has  a l l  t he  cha ra c te r i s t i c s  o f  t he

s tand a rd  l o ade r  w i th  added  s t re ng th  i n  con s t ruc t i on  a l l ow ing  l onge r  f l ex i b le

conve yo r  t o ngues  to  be  f i t t e d  g i v ing  ad d i t i o na l  pe ne t ra t i on  i n to  c on ta i ne rs  o r

t ra i l e r s .  The  robus t  des ig n  a l so  a l l ows  the  i n t ro duc t i on  o f  power ed  f l ex ib l e

tongu es  ma k ing  you r  a pp l i ca t i o n  eve n  fas te r ,  sa fe r  and  more  e f f i c i en t .

Th is  m ob i l e  tw i n  boom  be l t  conv eyo r  i s  s t i l l  v e rsa t i l e  a nd  ma noeuv rab l e .

Ava i l ab le  i n  a  w ide  c ho ice  o f  m ode ls  and  o p t i o ns  to  su i t  a l l  c on ta i ne r  a nd

t ra i l e r  s i z es .  A l l  tw in  be l t  mac h ines  fea t u re  co n t ro l s  a t  e i t he r  end ,  a l l o w ing

them t o  be  o pe ra t ed  f r om in s ide  t he  ve h ic le  o r  f r om th e  war ehous e  f l oo r .

Boom he i gh t s  ca n  be  eas i l y  ad ju s te d  to  su i t  t h e  ap p l i c a t i on  us in g  hy d rau l i c s

and  a d jus t ab le  sc re w- jac ks .
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Model
Type

A
Main
boom
length

B
Infeed
boom
length

C
Main
boom
max ht

D
Main
boom
min ht

E
Infeed
boom
max ht

F
Infeed
boom
min ht

HD.VL3 3000 1000 2400 1050 1100 700
HD.VL4 3000  1500 2400 1050 1400 400

All dimensions are in mm

Model Sizes

Construction / Specifications
Standard belt width:

Belt material:

Boom lengths:

Belt speed:

Chassis construction:

Boom construction:

Drive:

Electrical supply:

Control:

Paint finish:

Height adjustment:

Controls:

600mm.

Two ply,high grip PVC.

See table

20 metres per minute

Heavy gauge fabricated hollow
steel section. Fixed and swivel
castors for strength and manoeuvrability

Folded steel flat slider bed design
mounted on strengthened accurate self levelling
Sub-frame. Full length handles either side.
Pop-out roller Pullbar fitted as standard.

0.37kw flange mounted gearbox

Motor mounted below pivot.
240volt 1 phase supply
(As standard)

24volt IP65

Yellow powder coated RAL1003

Main boom; hydraulic.
Infeed boom; screw-jack

Top & bottom, stop/start/reverse

Self levelling tongue

Vast range of conveyor flexible tongues.
Up to 11.5 metre extension.
Powered option available see page 3

Screw-jack

C max ht.
D min ht.

E max ht.
F min ht.

A
B
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Ref Model type Expanded
length

ETW-HD-10.0 PVC Skatewheel 10000
ETW-HD-11.5 PVC Skatewheel 11500
ETR-HD-8.50 PVC/BZP ROLLER  8500
ETR-HD-10.0 PVC/BZP ROLLER 10000
ET-PWR-7.5 BZP ROLLER 7500
ET-PWR-9.0  BZP ROLLER 9000

All dimensions are in mm

Flexible Tongue options

Optional electrical hydraulics.

Stop/Start/Reverse controls.

Extending up to 11.5 into the vehicle.

Twin hydraulic rams with self levelling.
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