Technical Dimensions & Standards—Data Sheet
Version:V-02.01

Light Duty Platform Step Ladder
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Common Dimensions
Top Width (mm) 290
Tread Depth (mm) 80
Storage Depth (mm) 115
Platform Tread (W x D) (mm) 264 x 258
Height From Top Tread To Handrail (mm) 600
Product Dimensions
PRODUCT TREAD APPROX. PLATFORM OPEN CLOSED WIDTH OPEN WEIGHT
SKU COUNT WORKING HEIGHT HEIGHT HEIGHT (MM) DEPTH (NETT
HEIGHT ™M) ™M) (M) (MM) KG)
M)
1212-003 3 2.2 0.6 1.3 1.4 435 690 3.4
1212-004 4 2.4 0.8 1.5 1.6 470 840 4.0
1212-005 5 2.7 1.1 1.7 1.9 500 980 4.8
1212-006 6 2.9 1.3 1.9 2.1 530 1,130 5.4
1212-007 7 3.1 1.5 2.2 2.3 560 1,300 6.0
1212-008 8 33 1.7 2.3 2.6 560 1,500 7.0
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Technical Description

Ideal for light duty use, with a slim design and continuous handrail positioned extra high for ease and comfort
in use.

» High continuous handrail for ease of use

» Deep comfortable treads
»  Strong sturdy platform

Standards & Classification

» Max Load 150kg
» ENI131

Warranty

» 1 Year

Commodity Code

» 76169990

Shipping Dimensions

PRODUCT SHIPPING SHIPPING SHIPPING SHIPPING SHIPPING BARCODE

SKU LENGTH WIDTH DEPTH VOLUME WEIGHT

(MM) (MM) (MM) (M) (GROSS KG)
1212-003 1,400 435 115 0.0700 3.4 5060356910762
1212-004 1,630 470 115 0.0881 4.0 5060356910779
1212-005 1,870 500 115 0.1075 4.8 5060356910786
1212-006 2,100 530 115 0.1280 5.5 5060356910793
1212-007 2,340 560 115 0.1507 6.0 5060356910809
1212-008 2,600 590 115 0.1764 7.0 5060356910816
Spare Parts

PRODUCT DESCRIPTION

SKU
1212-009 Set of 4 Feet
1212-010 Pair of Tread Caps
1212-011 Pair of Straps
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