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Constructed of non-conductive high-
strength fibreglass-resin composite

Self-enclosing platform is a versatile, 
safe atlternative to ordinary step ladders

Fully enclosed platform 5” kick plate and midspan

Ground Cue™ indicator alerts user to last step

Folding kick plates for transport

¹ Working height is calculated as 1,600mm plus platform height or last climbing tread, whichever is appropriate. Ladders set at an angle of 75° degrees.

² Treads includes top platform step/top cap tool tray tread

SKU TREAD 
COUNT 2

APPROX. 
WORKING 

PLATFORM 
HEIGHT (M)

STORAGE 
HEIGHT (M)

STORAGE 
DEPTH 
(MM)

PLATFORM 
SIZE (MM)

FOOTPRINT 
WIDTH 

X DEPTH 
(MM)

WEIGHT 
(KG)

1303-984 4 2.76 1.16 2.62 150 450 x 520 0.74 x 1.25 24.64

1303-986 6 3.34 1.74 3.23 150 450 x 520 0.83 x 1.62 30.13

1303-988 8 3.88 2.28 3.83 150 450 x 520 0.92 x 2.01 35.02

1303-990 10 4.22 2.62 4.45 150 450 x 520 1.00 x 2.21 39.91

Available from - Merlin Industrial Products Ltd - 0800 0418 650 +44(0)1752 690 622


